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ABSTRACT

Photocatalytic processes using TiO2 provides an interesting route to destroy hazardous
organic contaminants in water such as phenol. Usage of TiO2 in presence of solar irradiation
is considered as cost-effective technique. The solar photocatalytic degradation of phenol
enrich water over prepared TiO2 has been studied. The catalyst was characterized by
several techniques such as X-ray diffraction, gravimetric-differential thermal analysis, and
Fourier transformation infra red spectroscopy. The results showed that the nanoparticle
prepared from TiO2 can be used as an effective photocatalyst for phenol removal under
solar radiation. Photocatalytic activity was mainly attributed to its size 19.6 nm and in turn
large amount of surface hydroxyl species. Influence of pH, catalyst loading, and hydrogen
peroxide dose were investigated during this study. At optimum dose of 0.50 g/L TiO2 and
pH value of 8, phenol removal was about 72% of initial concentration of 50 ppm, which was
achieved within 120min of solar irradiation time. In presence of hydrogen peroxide, the
removal was increased up to 78% within 90min. It was found that the photocatalytic
degradation of the phenol enrich water obeys the pseudo-first-order kinetic reaction within
degradation process. The mechanism of oxidation as well as the intermediate compounds
formed was detected by GC/MS.
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1. Introduction

Recently, the application of heterogeneous
photocatalytic water purification processes has gained
wide attention due to its efficiency in degradation and

mineralization of recalcitrant organic compounds such
as phenol under UV and visible light. Moreover,
titania has contributed in this scenario compared to
other semiconductor photocatalysts because it is
inexpensive, naturally inert, and photostable [1].

Titanium dioxide (TiO2) has been one of the most
suitable photocatalyst for environmental application
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because of its biological and chemical inertness, strong
oxidizing power, nontoxicity and long-term stability
against photo and chemical corrosion [2,3]. However,
TiO2 can be activated only under UV light of wave-
lengths <387 nm irradiation due to its large band gap
of 3.2 eV. The solar spectrum usually contains about
5% UV light. Owing to this innate limitation, the solar
energy cannot be utilized efficiently in the photocata-
lytic process [4,5]. The photocatalytic activity of TiO2

usually depends on a competition between the follow-
ing two processes; the ratio of the transfer rate of sur-
face charge carriers from the interior to the surface to
the recombination rate of photo-generated electrons
and holes. If the recombination of photo-generated
electrons and holes occurs too fast (<0.1 ns), then there
is not enough time for any other chemical reaction.
Comparing with other semiconductor, the surface
charge carriers of TiO2 are relatively long-lived
(around 250 ns), allowing the electrons or holes to tra-
vel to the crystallite surface. It is on the TiO2 surface
that different types of radicals are formed, the most
common radical is hydroxyl radical �OH, which is
responsible to carry out other chemical reactions on
the surface of TiO2 [6].

Generally, phenols are harmful organic pollutants
in water discharged into the environment causing
unpleasant taste and odor of drinking water [7].
Phenol is both a man-made chemical and a natural
product. It is found in nature, in some foods, in
human and animal wastes, and in decomposing
organic material. The largest single use of phenol is as
an intermediate in the production of phenolic resins.
It is also used in the production of caprolactam (which
is used in the manufacture of nylon 6 and other
synthetic fibers) and bisphenol A (which is used in
the manufacture of epoxy and other resins). It is also
known that chlorination of natural waters (disinfection
process) produces chlorinated phenols [1].

2. Materials and methods

2.1. Preparation and characterization of the photocatalysts

TiO2 powder used in this study was synthesized by
the conventional sol–gel process. TiCl4 was first
dissolved in an ethano0l/water (volume ratio of 4:1)
solution, and ammonia was then introduced into the
solution until pH reached to 7.5 to induce precipitation.
The resulted gelatinous precipitate was filtered and
washed with deionized water to reduce [Cl–] below
5 × 10−4M, as determined by titration against standard
solution of silver nitrate, and then kept at 80˚C for
several h in air to remove excess ammonia. The resulted
powder was then dried and calcined to get the catalyst.

The calcination process involved purging the reactor
with the gas for 1 h, heating the powder at a rate of
40˚C/h to 450˚C. Finally, the powder was calcined at
450˚C for 4 h.

2.2. Characterization

Crystal structure of the prepared powdered TiO2

was determined using X-ray diffraction (XRD). The
XRD patterns were collected at room temperature by
Philips Powder Diffractometer using Cu-Kα radiation
and scan rate of 2˚/min. Thermal analysis was
conducted by STERAM LabsysTM TG-DSC apparatus
with heating rate 5˚C/min, while IR spectra was
obtained from FTIR-6300-Jasco spectrometer. The spe-
cific surface areas were determined by the single-point
BET method using Flow Sorb 2300 apparatus
(Micromeritics). Scanning electron microscopy (SEM)
was performed using Philips microscope model 505,
operating at 25 kV on specimens upon which a thin
layer of gold or carbon had been evaporated.

2.3. Photocatalytic activity

All solar photocatalytic experiments were carried
out under similar conditions on sunny day of summer
(April–May) under clear skies. The concentrated para-
bolic solar collector configuration was used to perform
heterogeneous photocatalysis oxidation of phenol in
water under solar irradiation in a total recirculation
loop with a feed tank by a peristaltic pump. The solar
reactor consists of one UV transparent glass tube with
1.5 m long and internal diameter of 40mm as a
reaction chamber.

Photocatalytic oxidation was carried out using
suspensions of commercial, pure, and doped TiO2

with phenol as a model for persistent organic
pollutants. Firstly, the suspensions were magnetically
stirred in the dark for 30min to attain adsorption–
desorption equilibrium between phenol and TiO2.
Then, phenol and the catalyst, at definite concentra-
tions, were continuously fed to the solar reactor from
the feed tank by means of a peristaltic pump. The
solution flow rate, maintained constant for all of the
runs, was 60 L/h. Samples were taken at regular time
intervals from the solar reactor and the first were cen-
trifuged to get rid off the residual catalyst, and then
were analyzed immediately. The concentration of the
phenol in the filtrate was measured according to direct
photometric method [8]. Analysis of phenol and its
by-products are carried out using high-performance
liquid chromatography-ultraviolet detection (HPLC/
UV) (Agilent 1100 HPLC system) and GC/MS, Varian
4500. A reversed-phase ODS C18 column was used at
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25˚C. The mobile phase was obtained with methanol
and water and the flow rate was 1.0 mLmin−1. The
mobile phase was changed from 100% water to 0%
within 30min. Detection wavelengths were used 210,
230, 2,544, and 280 nm.

Different reaction conditions have been investi-
gated following the previous procedure. The condi-
tions include catalyst concentration, initial pH, phenol
concentration, and hydrogen peroxide dose.

3. Results and discussion

3.1. Characterization of photocatalyst

The TGA pattern of the prepared TiO2 calcined at
450˚C is represented in Fig. 1(a). TGA curve (solid line)
indicated a weight loss of 0.5% at 165˚C resulting from
the evaporation of residual adsorbed water and mois-
ture from the surrounding medium. This appeared as
an endothermic peak in the DTA curve (dotted line)
over the temperature range from 80 to 250˚C. An exo-
thermic peak was observed during the dynamic heating
in the vicinity of 290 and 400˚C in the DTA curve. XRD
patterns were used to determine the phase structure
and crystalline size of the prepared sample and to com-
pare it with the commercial one (Fig. 1(b)). Anatase
phase of prepared TiO2 was confirmed by (1 0 1), (0 0 4),
(2 0 0), (1 0 5), and (2 1 1) diffraction peaks (card number
84–1,286) leading to expected high photocatalytic activ-
ity according to [9]. The crystallite size is determined
from the broadening of the corresponding X-ray spec-
tral peaks by the Scherer’s equation [10]. The surface
area of prepared TiO2 was too much higher than that of
commercial TiO2 since their surface areas were 59m2/g
and 15m2/g for the prepared TiO2 and commercial
TiO2, respectively. The Fourier transformation infra red
spectroscopy (FTIR) spectrum of the nano-synthesized
powder is shown in Fig. 1(c). The main peaks appearing
in the range 400–700 cm−1 correspond to Ti–O and
Ti–O–Ti stretching vibrations [11,12].

3.2. Photodegradation of phenol

The scheme of the photocatalytic degradation
phenol over TiO2 was stated by Gaya and Abdullah,
2008 [13], as shown in Fig. 2. Photoholes have great
potential to oxidize phenol directly or indirectly via
the combination with hydroxyl radical predominant in
aqueous solution [12,14].

Simultaneous presence of solar irradiation and
TiO2 (0.5 g/L) achieved phenol removal of 45.21%
within 120min at pH 6.5. Table 1 summarizes the
obtained pseudo-first-order reaction rate constants (k0)
and phenol removal at 120min reaction time (φ120)
using different catalyst dose. It is clear that the
prepared TiO2 has higher activity than commercial
one which can be attributed to its nanostructure and
large surface area. The optimum concentration of both
TiO2 for efficient solar photodegradation of phenol
was 0.50 g/L. The calculated pseudo-first-order rate
constants for the solar photodegradation along with
the efficiencies of phenol removals after 120min at dif-
ferent TiO2 loading are listed in Table 1. The phenol
removal was observed to be faster in alkaline pH than
in acidic pH range, this was attributed to negative
surface of the TiO2 with OH– ions which acts as an
efficient trap for the photogenerated holes and

(a) (b) (c)

Fig. 1. Characterization of nano-prepared TiO2 (a) TGA, (b) XRD, and (c) FTIR.

Table 1
Pseudo-first-order rate constants of phenol degradation
using different doses of commercial and prepared TiO2

[pH 6.5, Cphenol = 50ppm]

Catalyst
loading
(g/L)

Commercial TiO2 Prepared TiO2

k0, min−1 φ120 k0, min−1 k0, min−1

0.5 0.003 45.46 0.0068 72.1
0.75 0.002 35.21 0.0052 63.5
1 0.003 39.91 0.0048 52
1.25 0.001 19.84 0.0032 41
1.5 0.001 16.47 0.0021 37
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produce hydroxyl radicals Reaction (1). The pseudo-
first-order rate constants reported in Tables 2 and 3.

OH�
surface þ hþ

vb $ OHsurface Reaction (1)

The addition of hydrogen peroxide to the heteroge-
neous system inhibits the electron hole recombination,
it was an acceptor of photogenerated electrons from
the conduction band, and thus it promotes the charge
separation which leads to increase of phenol removal
up to more than 90% at 20mM H2O2. Studying
mechanism of phenol degradation by GC/MS showed
presence of some intermediates such as catechol,

muconic acid, oxalic acid, maleic acid, and their
corresponding aldehydes which was in accordance
with Grabowska et al. [12].

3.3. Pathway of phenol degradation

The mechanism of phenol photocatalytic destruc-
tion by studying intermediates of phenol qualitatively
and in some cases quantitatively was investigated by
Sobczynski et al. [15]. Phenol is converted to benzo-
quinone and catechol over TiO2 under sunlight. The

Fig. 2. Conceptual diagram for the primary processes involved in photomineralization of organic compounds [13,17,18].

Table 2
The pH Effect on the calculated pseudo-first-order rate
constants and removal of phenol [TiO2 = 0.50g/L and
Cphenol = 50ppm]

pH value

Commercial TiO2 Prepared TiO2

k0, min−1 φ120 k0, min−1 φ120

3 0.0009 8.78 0.0032 43.1
5 0.001 16.79 0.0039 50.6
6 0.004 21.48 0.0066 70.5
8 0.003 32.00 0.0068 72.1
10 0.002 39.45 0.0076 74.7

Table 3
Pseudo-first-order rate constants and removal percentages
after 180min at different H2O2 doses [TiO2=0.50 g/L, pH
10 and Cphenol = 50ppm]

H2O2 dose

Commercial TiO2 Prepared TiO2

k0, min−1 φ120 k0, min−1 φ120

0 0.004 45.21 0.0066 70.3
10 0.005 34.12 0.0073 73.9
20 0.009 54.07 0.0087 77.9
30 0.004 29.92 0.0065 68.0
40 0.002 24.6 0.0053 62.0

Fig. 3. Probable degradation mechanism for phenol [16].
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ring-opening products judged was formed by the
appearance of the peak at the retention time 1.5min,
at the early stages of the decomposition process, at the
same time as benzoquinone and catechol. The conver-
sion of phenol to catechol is likely to be more advanta-
geous for the complete mineralization of phenol rather
than conversion to benzoquinone or hydroquinone
because catechol decomposed to oxalic acid, acetic
acid, formic acid, and then to CO2 and water [12].
Complete degradation was already achieved after 3 h
of sunlight irradiation only with TiO2 and H2O2. The
generated hydroxyl radicals attack phenol molecule
leading to the formation of dihydroxy benzene. Fur-
ther degradation proceeds through the cleavage of
dihydroxy benzene. Ring opening of hydroquinone
results in the formation of oxalic acid. Decarboxylation
of oxalic acid further leads to the formation of formic
acid, carbon dioxide, and water molecule. This mecha-
nism, as shown in Fig. 3, was in accordance with Devi
and Rajashekhar [16]. The formation of some by-prod-
ucts was followed by HPLC as shown in Fig. 4. Benzo-
quinone and catechol concentrations are increased till
30 min, and then their concentration starts to decrease
due to ring rapture. Oxalic acid concentration was
increased up to 120 min, and then starts to decrease
due to its degradation to formic acid; then completes
mineralization to carbon dioxide and water. On the
other hand, concentration of formic acid increases
gradually till the end of the experiment.

4. Conclusion

Photodegradation of phenol showed higher removal
by nano-prepared TiO2 than that of commercial in pres-
ence of solar energy at pH 7, 0.5 g/L TiO2, and 20mM
H2O2 due to the nano size, crystal structure, crystallin-
ity, and large amount of surface hydroxyl groups. The
reaction showed to obey pseudo-first-order kinetic.

Studying the degradation mechanism showed presence
of aldehydes and organic acid as intermediates.

References

[1] E. Grabowska, J. Reszczynska, A. Zaleska, Mechanism
of phenol photodegradation in the presence of pure
and modified-TiO2: A review, Water Res. 46 (2012)
5453–5471.

[2] F.B. Li, X.Z. Li, M.F. Hou, Photocatalytic degradation of
2-mercaptobenzothiazole in aqueous La3+–TiO2 suspen-
sion for odor control, Appl. Catal. B 48 (2004) 185–194.

[3] G. Yu, J.C. Yu, W.K. Ho, M.K.P. Leung, B. Cheng,
G.K. Zhang, X.J. Zhao, Effects of alcohol content and
calcination temperature on the textural properties of
bimodally mesoporous titania, Appl. Catal. A 255
(2003) 309.

[4] T. Hong, Z.P. Wang, W.M. Cai, F. Lu, J. Zhang, Y.Z.
Yang, N. Ma, Y.J. Liu, Visible-light-activated nanopar-
ticle photocatalyst of iodine-doped titanium dioxide,
Chem. Mater. 17 (2005) 1548–1552.

[5] J.C. Yu, J.G. Yu, W.K. HO, Z.T.Jiang, L.Z. Zhang,
Effects of Fe− doping on the photocatalytic activity
and microstructures of nanocrystalline TiO2 powders,
Chem. Mater. 14 (2002) 3808–3816.

[6] J.G. Yu, J.F. Xiong, B. Cheng, Y. Yu, J.B. Wang, Hydro-
thermal preparation and visible-light photocatalytic
activity of Bi2WO6 powders, J. Solid State Chem. 178
(2005) 1968–1972.

[7] N. Calace, E. Nardi, B.M. Petronio, M. Pietroletti,
Adsorption of phenols by papermill sludges, Environ.
Pollut. 118 (2002) 315–319.

[8] Standard Methods for the Examination of Water and
Wastewater, 22th ed., APHA, Washington, DC, 2005.

[9] H. Ogawa, A. Abe, M. Nishikawa, S. Hayakawa,
Preaparation of Tin oxide films from ultrafine
particles, Electrochem. Soc. 128 (1981) 685–689.

[10] H.N. Jensen, A. Soloviev, Z. Li, E.G. Sogaard, XPS and
FTIR investigation of the surface properties of
different prepared titania nano-powders, Appl.
Surface Sci. 246 (2005) 239–249.

[11] M. Vijay, V. Selvarajan, K.P. Sreekumar, J. Yu, S. Liu,
P.V. Ananthapadmanabhan, Characterization and visi-
ble light photocatalytic properties of nanocrystalline
TiO2 synthesized by reactive plasma processing, Solar
Energy Mat. & Solar Cells 93 (2009) 1540–1549.

[12] E. Grabowska, J.W. Sobczak, M. Gazda, A. Zaleska,
Surface properties and visible light activity of W-TiO2

photocatalysts prepared by surface impregnation and
sol-gel method, Appl. Catal. B: Environ. 117–118
(2012) 351–359.

[13] U.I. Gaya, A.H. Abdullah, Heterogeneous photocata-
lytic degradation of organic contaminants over
titanium dioxide: A review of fundamentals, progress
and problems, J. Photochem. and Photobiol. C: Photo-
chem. Reviews 9 (2008) 1–12.

[14] D. Chen, A.K. Ray, Photocatalytic kinetics of phenol
and its derivatives over UV irradiated TiO2, Appl.
Catal. B: Environ. 23 (1999) 143–157.

[15] A. Sobczynski, Ł. Duczmal, W. Zmudzinski, Phenol
destruction by photocatalysis on TiO2: An attempt to
solve the reaction mechanism, J. Molec. Catal. A:
Chemical 213 (2004) 225–230.

Fig. 4. By-products formation during degradation of
phenol by TiO2 sunlight/H2O2.

T.S. Jamil et al. / Desalination and Water Treatment 53 (2015) 1101–1106 1105



[16] L.G. Devi, K.E. Rajashekhar, A kinetic model based on
non-linear regression analysis is proposed for the
degradation phenol under UV/solar light using
nitrogen doped TiO2, J. Molec. Catal. A: Chemical 334
(2011) 65–76.

[17] F. He, L. Lei, Degradation kinetics and mechanisms of
phenol in photo-Fenton process, J. Zhejiang Univ. Sci.
5 (2004) 198–205.

[18] M. Neamtu, A. Yediler, I. Siminiceanu, A. Kettrup,
Oxidation of commercial reactive azo dye aqueous
solutions by the photo-Fenton and Fenton-like
processes, J. Photochem. and Photobiol. A: Chemistry
17 (2003) 87–93.

1106 T.S. Jamil et al. / Desalination and Water Treatment 53 (2015) 1101–1106


	Abstract
	1. Introduction
	2. Materials and methods
	2.1. Preparation and characterization of the photocatalysts
	2.2. Characterization
	2.3. Photocatalytic activity

	3. Results and discussion
	3.1. Characterization of photocatalyst
	3.2. Photodegradation of phenol
	3.3. Pathway of phenol degradation

	4. Conclusion
	References



